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PROPOSED TYPICAL SECTION

STA, 194+21 T STA.

(5EE NOTE D

188+75

FROP RIW

EXISTING LEGEND:

{‘A_[ PORTLAND CEMENT CONCRETE

BINERIRE

COMBINATION CONC. CURB & GUTTER,

COMBINATION CONC. CURS & GUTTER,

CRANULAR SUB-BASE, TYPE 4, B

COMBINATION CONC, CURS & GUTTER, TYPE 8-6.24
CONCRETE MEDIAM SURFACE, 4

PORTLAND CEMENT CONCRETE SIDEWALK

PROPOSED LEGEND: SIDERCAD

{1}

PAVEMENT, 107

TYPE 8-6.12

TYPE M-8.12

EXISTING GROUND
CONCRETE MEDIAN, TYPE SM-6.12

COMBINATION COMC, CURB & CUTTER,
TYPE 8-6.08

LANDSCAPE MEDIAN

CONCRETE MEDIAN, TYPE SB-6.00
HOT-MIX ASPHALT PAVEMENT, 127
AGGREGATE BASE, &7

HOT-MIX ASPHALT MEDIAN SURFACE 4~

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “F“, W9(: 27

NOT USEDR

NOT LISED

HOT-MIX ASPHALT PAVEMENT (FULL DEPTH), 147 (SEE MOTE 5

HOT-MIX ASPHALT PAVEMENT (FULL DEPTH), 12 (SEL NOTE 5)

AGGREGATE SUBGRADE IMPROVEMENT, 87

COMBINATION CONCRETE CURE & GUTTER, TYPE B-6.24

NOTES:

L

COMBINATION CONCRETE CURB % GUTYER. TYPL B-6.12

CONCRETE MEDIAN TYPE $8-8 {(SPECIAL)

TOPSOIL &' (TOPSOIL EXCAVATION AND PLACEMENT}

TOPSOIL FURNISH AND PLACE, 307

SODDING, SALT TOLERANT OR SEEQING (AS NOTED ON LANDSCAPE PLAN}
SIDEWALK, PORTLAND CEMENT CONCRETE SIDEWALK, 5¢

SHARED USE FATH, PORTLAND CEMENT CONCRETE SIDEWALK, 57

SUB-BASE GRANULAR MATERIAL, TYPE B, 4°

SEE TYPICAL SECTION OF L ROUTE 53 AT SIDEROADS AND COMMERCIAL
ENTRANCE INTERSECTION, FOR PAVEMENT SECTION FROM SLEFPER SLAS

TQ 8TaA. 198+75 {LIBERTY 37T..

SEE CROGS SECTIGNS FOR GRADING INFORMATTON.

CURB AND GUTTER FCR PROPOSED MEDIAN SHALL BE CONSTRUCTED WITH

REVERSE PITCHED GUTTER.

SEE LANDSCAPING PLANS FOR SEEDING AND SOODING IMFORMATION.

FOR MMA PAVEMENT MATERIAL REQUIREMENTS, SEE HMA MIXTURE CHART

OM THE GERERAL MOTES SHEET,

SEL CONCRETE MEDIAM TYPE SB-6€ (SPECIAL) TYPICAL SECTION DETAH.

SEE PLAT OF HIGHWAYS FOR RIGHT OF WAY INFORMATION.
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